SERIAL NUMBERS SPARE PARTS LIST NO.

Hi-Force
HFA SINGLE ACTING FAILSAFE LOCK RING CYLINDER UP TO BQ9482 HFA506 SHT 1 OF 1 SHTS
@ S REVISION

' X DENOTES 1| 5450
ITEM NO.| PART NUMBER DESCRIPTION PAMICHUNE © B0

e > ONLY 3

\ 1 |cBco95vHO02 CYLINDER : 2

° 2 [SFC133HA00] BASE PLATE ] 6

R 3 |PRCO95YHO02 PISTON ] 7

4 |SRCO80PJOOI STOP RING 1 8

5  |SRCO8OLBOO! LOCK RING : ;’;

6 |PPCT DUST COVER ] o

7 |cF COUPLER : 12

8 [BLCO06JEOT2 Méx16 CK SCREW 4 13

9 |BLCOOBKDOGD |SOCKET CAP HD SCREW| 1 :‘5‘

@ N~ 10 |BLCOOSKDO40 |SOCKET CAP HD SCREW| 1 >

\ 11 |SEC095PAQ01 STEP SEAL 1 X 17

12 [BSCo95PCOO1 BEARING 2 18

13 [SIC033TC001 SPRING INSERT 2 19

14 |WACO08KDOOO |  DOWTY WASHER 2 X 2

15 |SPC043TKO0O] TENSION SPRING :
16 |HATS0 HAT50 :

ITEMS MARKED "X" ARE AVAILABLE ON
SERVICE KIT HFA50TP1-K ONLY

IMPORTANT
WHEN ORDERING SPARES YOU MUST STATE THE FULL PART NUMBER AND THE
PRODUCT SERIAL NUMBER - FROM THE LABEL
TO PROTECT YOUR WARRANTY ALWAYS USE GENUINE HI-FORCE PARTS.

www.hi-force.com




SERIAL NUMBERS SPARE PARTS LIST NO.

Hi-Force
HFA SINGLE ACTING FAILSAFE LOCK RING CYLINDER UP TO BP2344 HFA506 SHT 1 OF 1 SHTS
REVISION
M| PART NUMBER DESCRIPTION QTy. =

1 |cRC095VH002 CYLINDER ] 3
2 [SFC133HA001 BASE PLATE ] -
3 |PRC0O95YH002 PISTON ] )
4 |SRCO80PJOOT STOP RING ] 7
5 |SRCO80LBOO] LOCK RING ] :
6 |PPCI DUST COVER ] o
7 |cFi COUPLER ] 1
8 |BLCO06JEO12 Méx16 CK SCREW 4 E
9  |BLCO08KD060 M6x16 SOCKET CAP HD SCREW | 1 B
10 |BLCO08KDO40 M6x16 SOCKET CAP HD SCREW | 1 s
17 X STEP SEAL ] 16
12 |BSCO95PCO01 BEARING 2 :;
13 [SICO33TC001 SPRING INSERT 2 |
14 X DOWTY WASHER 2 |
15 |SPCO43TKOO] TENSION SPRING ]

16 |HAT50 HAT50 ]

ITEMS MARKED "X" ARE AVAILABLE ON
SERVICE KIT HFA50TP1-K ONLY

IMPORTANT
WHEN ORDERING SPARES YOU MUST STATE THE FULL PART NUMBER AND THE
PRODUCT SERIAL NUMBER - FROM THE LABEL
TO PROTECT YOUR WARRANTY ALWAYS USE GENUINE HI-FORCE PARTS.

www.hi-force.com
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