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HKP | KNOCK OUT PUNCHERS

` Incorporates a single acting, spring assisted return cylinder
` Supplied with standard punches/die sets in a carrying case
` Can be supplied with or without manually operated pump and hydraulic hose
` Portable and easy to use
` Ideal for use in several punching applications including on-site hole 

punching in electric control panels and metal plates

Model 
number

Maximum 
force (tons)

Punch capacity (in)
Pump model Hose model Complete set weight (lbs)

Stainless steel Mild steel

HKP10-2 11 0.06 0.13 HP110 HC2 32.2

HKP10-4 11 0.06 0.13 HP110 HC2 57.5

HKP10-2H 11 0.06 0.13 Not included Not included 15.4

HKP10-4H 11 0.06 0.13 Not included Not included 40.8

Model number Description Punches / dies included

HKP10-2

Standard punch/die (A) 0.86 1.09 1.34 1.68 1.92 2.38

Conduit size ½” ¾” 1” 1 ¼” 1 ½” 2”

Length (B) 11.43 9.26 9.26 9.26 9.26 9.26

HKP10-4

Standard punch/die (A) 0.86 1.09 1.34 1.68 1.92 2.38 3 3.5 4.05 4.55

Conduit size ½” ¾” 1” 1 ¼” 1 ½” 2” 2 ½” 3” 3 ½” 4”

Length (B) 11.43 9.26 9.26 9.26 9.26 9.26 9.89 9.89 9.89 9.89

B

A

Capacity 11 tons

Standard die sets included

Working pressure 10000 psi

HKP RANGE




