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HPC | SINGLE ACTING PULL CYLINDERS

HPC RANGE

` Single acting, spring assisted return
` Substantial hydraulic pulling force for steel plate alignment, cable tensioning and general load moving applications
` Replaceable pulling and clevis eyes fitted on the piston rod and cylinder base
` Nitrocarburized piston rod for corrosion resistance
` Anti-extrusion seals for improved performance at high pressures
` Protective piston rod bellows fitted as standard
` Customized and special design cylinders are available on request

Model 
number

Capacity
(tons)

Stroke 
(in)

Oil capacity 
(in3)

Cylinder eff. 
area (in2)

Weight
(lbs)

HPC106 11 5.99 13.91 2.33 26.5

HPC106C 11 5.99 13.91 2.33 34.2

HPC306 33 5.99 38.8 6.48 68.3

HPC506 55 5.99 65.76 11.01 119.0

Dimensions (in)

A B C D E F G H

23.64 29.63 4.49 2.64 1.26 1.3 - 3.15

23.72 29.71 2.29 3.9 1.38 1.18 1.42 3.15

27.38 33.37 5.71 4.14 1.65 1.97 - 4.81

32.27 38.26 5.87 5.12 2.05 2.72 - 6.03

E

E

D

D

H

H

A

A

C

GC

B

B

HPC106, HPC306, HPC506

* Eye bolt thickness: HPC106 = 0.87", HPC306 = 1.38", HPC506 = 1.58"

HPC106C
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Capacities from 11 to 55 tons

Stroke length 5.99 inches

Working pressure 10000 psi




