Hi-Force

HYDRAULIC TOOLS

SC | SELF-CONTAINED CABLE CRIMPING TOOLS

Choice of 6 models available

Supplied complete with die set

Choice of open jaw or parallel guide design

180° rotating head standard on all open jaw design models

Incorporates an integral hydraulic pump for easy operation

Automatic pump pressure release valve for correct pre-set crimping force
Ergonomic grip handles for reduced operator effort and ease of use

Supplied with standard die sets and carrying case

Model SC18X is suitable for crimping non-insulated terminals up to 185 mm?
Model SC21 is suitable for crimping connectors up to 240 mm?

Models SC30, SC32 & SC40 are suitable for crimping connectors up to 400 mm?
Model SCé40 is suitable for crimping non-insulated terminals up to 630 mm?
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SC18X 585 applicable 10-185 With die 10-16, 25-35, 50-70, 95-120, 150, 185 14.58 4.4 1497 559 276 - 0.83 0.63 3.39

SC30 1.181n 35-400 ;‘gghfc')g 35.50.70,95,120. 150, 185.240. 5403 139 2372 654 457 - 268 1.69

SC40 1.65in 35-400 ;gghfég 35.50,70,95,120. 150,185,240 5504 170 2482 654 445 - 292 1.89

Note: Models SC21 & SC32 are supplied with single indent dies, all other models are supplied with hexagonal dies. Please refer to page 151 for the mm? to AWG/
mcm conversions.

OPTIONAL DIE SETS

Model number Description

CDI10 Die set 10 mm?, suitable for crimping tool SC30, SC40 & SC40
CD25 Die set 25 mm?, suitable for crimping tool SC30, SC40 & SC40
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